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DESCRIPTION
The TP4057 is a single lithium-ion battery constant

current / constant voltage linear charger. The IC features
simple external application circuits, ideal for portable
devices, and supports power supply via USB or AC-DC
adapters. An internal anti-reverse charging circuit
eliminates the need for an external isolation diode.
Thermal feedback automatically adjusts the charging
current to limit the IC temperature under high-power
operation or high ambient temperature conditions.

TP4057 has a fixed charge termination voltage of 4.2
V, and the charging current can be programmed via an
external resistor. When the charging current drops to 1/10
of the set value, TP4057 automatically terminates the
charging cycle. Once the input supply voltage is removed,
the TP4057 automatically enters a low-current standby
state with a standby current below 3 μA.

KEY FEATURES
 Up to 600 mA Charging Current
 No MOSFET or blocking diode required
 Intelligent Thermal Regulation
 Intelligent Recharging Function
 Preset Charge Voltage: 4.2 V
 C/10 Charge Termination
 2.9 V Trickle Charge Threshold
 Independent LED control signals for charge/full

status
 Package : SOT23-6L

APPLICATION
 Mobile Phone, PDA, MP3/MP4
 Bluetooth headset, GPS, electronic dictionary
 Charging Station
 Mini audio and other portable equipment

TYPICAL APPLICATION
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PIN CONFIGURATION

SOT23-6

ORDER INFORMATION

ABSOLUTE MAXIMUM RATINGS (NOTE 1)
SYM PARAMETER Range Units
VCC Input Supply Voltage -0.3~7 V
PROG PROG Pin Voltage -0.3~0.3 V
BAT BAT Pin Voltage -0.3~7 V
CHRG CHRG Pin Voltage -0.3~7 V
TBAT_SHT BAT Short Circuit Duration Continuous -
IBAT BAT Pin Current 600 mA
IPROG PROG Pin Current 600 µA
TOP Operating Ambient Temperature -40~85 ℃
TSTG Storage Temperature -65~125 ℃

ESD
HBM 2000 V
MM 200 V

Note 1: The maximum limit value means that the chip may be damaged beyond the working range

Order model Product description

TP4057 Package : SOT23-6
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ELECTRICAL CHARACTERISTICS (NOTE 2,3)
Unless otherwise specified, VIN = 5 V, Ta = 25℃

SYM PARAMETER Test Condition Min. Typ. Max. Unit
VCC Input Supply Voltage 4.5 5 5.5 V

VFLOAT
Regulated Output (Float)
Voltage 0℃≤TA≤85℃ 4.2 V

Ic
Constant Charging
Current RPROG=2 K, Current Mode 450 500 550 mA

ITRIKL Trickle Charge Current VBAT<VTRIKL, RPROG=2 K 40 60 80 mA

IBAT BAT Pin Current
Standby Mode (VCC = 5 V, VBAT = 4.2 V) 3 5 mA

Sleep Mode, VCC = 0 3 5 μA

VTRIKL
Trickle Charge Threshold
Voltage RPROG=2 K, VBAT Rising 2.8 2.9 3 V

VTRHYS
Trickle Charge Hysteresis
Voltage RPROG=2 K 60 80 100 mV

VUV
VCC Undervoltage Lockout
Threshold VCC Rising 3.5 3.7 3.9 V

VUVHYS
VCC Undervoltage Lockout
Hysteresis VCC Falling 0.1 V

VASD
VCC-VBATm Lockout
Threshold Voltage

VCC Rising 60 100 140 mV

VCC Falling 5 30 50 mV

RPROG=2 K 40 60 80 mA

ITERM
C/10 Termination Current
Threshold

RPROG=10 K 8 12 16 mA

RPROG=2 K 40 60 80 mA

VPROG PROG Pin Voltage RPROG=2 K, Current Mode 0.9 1 1.1 V

VSTDBY
STDBY pin outputs low
voltage ICHRG=5 mA 0.3 0.6 V

VCHRG
CHRG Pin Output Low
Voltage ICHRG=5 mA 0.3 0.6 V

ΔVRECHR

G

Recharge Battery
Threshold Voltage VFLOAT-VRECHRG 70 100 150 mV

TLIM
Junction Temperature in
Constant Temperature
Mode

115 ℃

RON

Power FET “ON”
Resistance (Between
VCC and BAT)

800 mΩ

TRECHRG
Recharge Comparator
Filter Time VBAT Falling 1 2 3 mS

TTERM Termination Comparator
Filter time IBAT falling below ICHRG/10 1 2 3 mS

Note 2: The typical parameter values under the condition of 25 ℃ are measured standard parameter values.
Note 3: The minimum and maximum specification range of the specification is guaranteed by test, and the typical value is guaranteed
by design, test, or statistical analysis.
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BLOCK DIAGRAM
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OPERATION DESCRIPTION
TP4057 is a linear charger specially designed for a

Li-ion battery or lithium polymer battery. Chip integrated
power MOSFET, charging current can be set with
external resistance, maximum continuous charge
current up to 600 mA, no additional isolation diodes and
current detection resistors are required.

TP4057 contains two open-drain output
status-indicating terminals, a charging status indicating
output CHRG, and a charging completion indicating
output STDBY. When charging, the pin CHRG output
low level indicates that charging is in progress. If the
battery voltage is lower than 2.9 V, TP4057 precharges
the battery with a small current. When the battery
voltage exceeds 2.9 V, the battery is charged in constant
current mode, and the charging current is determined by
the resistance RPROG between the PROG pin and
GND. When the battery voltage is close to 4.2 V, the
charging current gradually decreases, and TP4057
enters the mode of constant voltage charging. When the
charging current decreases to the threshold value at the
end of charging, the charging cycle ends, the CHRG
terminal outputs a high-impedance state, and the
STDBY terminal outputs a low potential. The charging
end threshold is 10% of the constant current charging
current. When the battery voltage drops below the
recharging threshold of 4.1 V, TP4057 will automatically
start a new charging cycle. The high-precision voltage
reference source, error amplifier, and resistance voltage
divider network inside the chip ensure that the precision
of the modulating voltage at the battery end is within 1%,
meeting the requirements of Li-ion batteries and lithium
polymer batteries. When the input voltage is lower than
the under-voltage lock threshold voltage or the input
voltage is lower than the battery voltage, the charger
enters a low-power sleep mode, and the current
consumed at the battery end is less than 3 μA.

TP4057 within the intelligent temperature control
circuit automatically when the chip junction temperature
is over 125 ℃, lower charging current. This feature
enables users to maximize the use of chip
power-handling capacity, so they don't have to worry
about overheating and damaging the chip or external
components. In this way, users can design the charging
current without considering the worst case, but only
according to the typical case, because in the worst case,
TP4057 will automatically reduce the charging current.

PIN FUNCTION
CHRG (PIN 1): Charge Status Indicator Pin

When the charger charges the battery, the internal
switch pulls the CHRG pin low to indicate charging in
progress. After charging is completed, the CHRG pin is in
a high-impedance state. If the charger is connected
without a battery attached, the indicator LED flashes to
warn of a missing battery or poor battery contact.

GND (PIN 2): Power ground
BAT (PIN3): Battery positive terminal

Connect the positive terminal of the battery to this
pin. When the VCC supply is removed or the battery is
fully charged and enters standby mode, the leakage
current of the BAT pin is less than 3 μA. The BAT pin
supplies charging current and a full-charge voltage of 4.2
V to the battery. If no battery is connected, the floating
voltage of the BAT pin is approximately 4.2 V.

VCC (PIN4): Input voltage positive
The voltage of this pin is the working power of the

internal circuit. Charging will only start when the VCC
input voltage is greater than the undervoltage locking
threshold and also greater than the BAT voltage of 100
mV. When the VCC input voltage is lower than the
under-voltage locking threshold or the voltage difference
between VCC and the BAT pin is less than 30 mV,
TP4057 will enter the low-power shutdown mode, and the
consumption current of the BAT pin is less than 3 μA.

STDBY (PIN5): Charge Complete Indicator
Pin

When the battery charging process is completed, the
STDBY pin is pulled low by the internal switch to indicate
charge completion. Otherwise, the STDBY pin remains in
a high-impedance state.

PROG (PIN6): Constant current charging
current setting terminal

The charging current can be set by connecting a
resistor from the PROG pin to GND. The setting resistor
and charging current are calculated using the following
formula: RPROG = 1000 V/IBAT. The resistance value of
the resistor RPROG is determined according to the
required charging current IBAT. In the trickle charging
stage, the voltage of this pin is modulated at 0.1 V, and in
the constant charging stage, the voltage of this pin is
fixed at 1 V.
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APPLICATION INFORMATION
Charge termination

When the charging current drops to 1/10 of the set
value after reaching the final floating charging voltage,
the charging process ends. This condition is detected by
monitoring the PROG pin with an internal filter
comparator. When the PROG pin voltage drops below
100 mV for more than 2 ms, the charging stops, and
TP4057 enters standby mode.

Intelligent recharging
In standby mode, TP4057 monitors the BAT pin

voltage; only when the BAT pin voltage is lower than the
recharge threshold voltage of 4.1 V (corresponding to the
battery capacity 80% ~ 90%), charging will begin a new
cycle to charge the battery again. This avoids unnecessary
repeated charging of the battery, prolonging the service life
of batteries.

Increase the thermal regulation resistance
Reducing the voltage drop at both ends of IC VCC and

BAT can significantly reduce the power consumption in the
IC. In thermal regulation, this has the effect of increasing the
charging current. Implementation can be between input
power and the VCC series, a 0.3 Ω power resistor or diode
to the pressure drop is less than 0.5 V, which will be part of
the power consumption.

Soft start of charging current
TP4057 has a soft start path built in. When a

charging cycle is started, the charging current will
gradually rise from zero to constant current in 20 µs time.

Charge status indicator
TP4057 has two open-drain state-indicating outputs,

CHRG and STDBY. When the charger is in the charging
state, CHRG is pulled to the low level. After charging,
CHRG is in the high-resistance state, and STDBY is
pulled to the low level. If the state indicating function is not
used, the unused state indicating output terminal is
grounded. The following is a summary of the installation
indicating functions:

Charging Status Red (CHRG) Green
(STDBY)

Charging on off
Charge End off on

Under voltage,
over-temperature, and
under-temperature

off off

BAT is connected to a 10
µF capacitor Blinking (T ≈ 3 s) on

Intelligent temperature control
TP4057 internally integrates the function of intelligent

temperature control; when the chip temperature is higher
than 115℃, it automatically reduces the charging current.
This feature allows the user to increase theupper limit of
the power handling capability of a given circuit board
without the risk of damaging the TP4057. On the premise
that the charger will automatically reduce the current in
the worst case, the charging current can be set according
to the typical (but not the worst case) ambient
temperature.
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PACKAGE DIMENSION

SOT-23-6
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LIABILITY AND COPYRIGHT STATEMENT

The final interpretation rights of this product belong to Shenzhen TPOWER Semiconductor Co., Ltd. (hereinafter

referred to as "TPOWER"). Any updates are subject to no further notice. Please update the specifications to the latest

valid version before using this product. TPOWER can correct, modify, and improve product specifications at any time.

Customers must confirm whether the relevant information obtained is up-to-date and complete. TPOWER does not

guarantee that the current product parameters match this document. For the product manual or datasheet of TPOWER,

copying is only allowed without any tampering with the content and with relevant authorization, conditions, restrictions,

and statements. TPOWER assumes no responsibility or obligation for tampered files, and copying third-party information

may require additional restrictions. TPOWER will update the content of this document from time to time. The actual

parameters of the product may vary depending on the model or other factors. The product manual does not serve as any

express or implied warranty or authorization.

The test data obtained in the datasheet are all from the TPOWER laboratory and may differ slightly from the actual

results of the client application. This datasheet is only used as a guide. TPOWER does not assume any obligations

regarding application support or customer product design. Customers must be responsible for using TPOWER products

and applications themselves, and should provide sufficient design and operational safety verification.

The customer shall provide sufficient design and operational safety verification to reduce risks related to their

products and applications. The customer shall be independently responsible for meeting all current effective laws,

regulations, and safety-related requirements related to their products and the use of TPOWER products in their

applications.


	Note 1: The maximum limit value means that the chi
	Charge termination
	When the charging current drops to 1/10 of the set

	Charge status indicator
	Intelligent temperature control
	PACKAGE DIMENSION
	LIABILITY AND COPYRIGHT STATEMENT

